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DETAILED ACTION 
Claim Objections 

1. Claims 2, 8, 9, and 23 are objected to because of the following informalities: 

a. In claim 2, line 5, please delete "a" before "an existing general purpose register", 

b. In claim 2, line 10, please change "instructions" to "instruction", 

c. In claim 8, line 13, please add "and" before the limitation "without adding", 

d. In claim 9, line 12, please add "and" before the limitation "without adding a 
NOP", 

e. In claim 23, line 2, please change "stateme" to "state", 

2. Appropriate correction is required. 

Claim Rejections - 35 USC § 102 

3. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122(b), by another filed 
in the United States before the invention by the applicant for patent or (2) a patent granted on an application for 
patent by another filed in the United States before the invention by the applicant for patent, except that an 
international application filed under the treaty defined in section 351(a) shall have the effects for purposes of this 
subsection of an application filed in the United States only if the international application designated the United 
States and was published under Article 21(2) of such treaty in the English language. 

4. Claims 1-4, 6-11, 13-15, 17, 18, 23, 24, and 26-32 are rejected under 35 U.S.C. 102(e) as 
being clearly anticipated by Masse et al., US Patent Application Publication 2003/0093656 
(herein referred to as Masse). 

5. Referring to claims 1 and 8, Masse has taught a method of operating a processor to 
repeatedly execute an instruction; 
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a. determining at run time how many times a single instruction is to repeated 
(abstract, page 1, right column, paragraph [0008]-page 2, left column, paragraph [0019], 
Figure 10, page 6, paragraph [0086]-page 7, paragraph [0098]); 

b. loading at run time an existing general purpose register with a count value 
indicative of the number of times the single instruction is to be executed (abstract, page 1, 
right column, paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph 
[0086]-page 7, paragraph [0098], Figure 10, elements 922 and 902); 

c. fetching and executing a REPEAT instruction, the REPEAT instruction indicating 
the single instruction to be repeatedly re-executed (abstract, page 1, right column, 
paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 
7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figixre 1 1, 
element 1102); 

d. fetching the single instruction (abstract, page 1, right column, paragraph [0008]- 
page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 7, paragraph 
[0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 11, element 
1108a, AGO); and 

e. repeatedly executing the single instruction for a consecutive number of times as 
indicated by the count value and without adding a NOP (no operation) instruction 
(abstract, page 1, right column, paragraph [0008]-page 2, left column, paragraph [0019], 
page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, left column, 
paragraphs [0053]-[0056], specifically see paragraph [0096]). 
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6. Referring to claim 2, Masse has taught a method of operating a processor to repeatedly 
execute a single instruction and to repeatedly execute a block of instructions, 

a. fetching a REPEAT instruction (abstract, page 1, right column, paragraph [0008]- 
page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 7, paragraph 
[0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 11, element 
1102); 

b. executing a REPEAT instruction, wherein execution of the REPEAT instruction 
determines and stores at run time in an existing general purpose register a count value 
indicative of the number of times a single instruction is to be executed (abstract, page 1, 
right column, paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph 
[0086]-page 7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]- 
[0056], elements 902 and 922, Figure 11, element 1 102); 

c. fetching the single instruction (abstract, page 1, right column, paragraph [0008]- 
page 2, left column, paragraph [0019], page 6, paragraph [0086] -page 7, paragraph 
[0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 11, ACO at 
1108a); and 

d. repeatedly executing the single instruction consecutively for as many times as 
indicated by the count value without re-fetching the single instruction and without 
fetching any other instruction and without adding a NOP (no operation) instructions 
(abstract, page 1, right column, paragraph [0008]-page 2, left column, paragraph [0019], 
page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, left column, 
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paragraphs [0053]-[0056], Figure 11, ACO at 1 108a is repeated in accordance with k in 
the loop counter.); 

e. decrementing the count value in the register each time the single instruction is 
executed (Figure 10, element 924); 

f. incrementing a program counter once the count value in the register is one of less 
than zero and equal to zero, thereby providing an effective data rate of one transfer every 
clock cycle (page 7, paragraphs [0096] [0097]). 

7. Referring to claim 3, Masse has taught a method of operating a processor to repeatedly 
execute a single instruction and to repeatedly execute a block of instructions (abstract, page 1, 
right column, paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph [0086]- 
page 7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]-[0056]), 

a. determining at run time a count value indicative of how many times a single 
instruction is to repeated (abstract, page 1, right column, paragraph [0008]-page 2, left 
column, paragraph [0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, 
page 4, left column, paragraphs [0053]-[0056]); 

b. loading at run time a general purpose register with the count value indicative of 
the number of times a single instruction is to be executed (abstract, page 1, right column, 
paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 
7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 10, 
elements 902 and 922); 

c. fetching and executing a REPEAT instruction indicating the single instruction that 
is to be repeatedly executed (abstract, page 1, right column, paragraph [0008]-page 2, left 
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column, paragraph [0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, 
page 4, left column, paragraphs [0053]-[0056], Figure 11, element 1 102); 

d. incrementing a program counter (Figure 10, element 924, page 7, paragraph 
[0097]); 

e. fetching the single instruction (abstract, page 1, right column, paragraph [0008]- 
page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 7, paragraph 
[0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 11, element 
1108a, ACO);and 

f. repeatedly executing the single instruction for as many times as indicated by a 
count value stored in the count register without re-fetching the single instruction and 
without fetching any other instruction and without adding a NOP (no operation) 
instruction (abstract, page 1, right column, paragraph [0008]-page 2, left column, 
paragraph [0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, 
left column, paragraphs [0053]-[0056]); 

g. decrementing the count value in the register each time the single instruction is 
executed (abstract, page 1, right column, paragraph [0008]-page 2, left column, paragraph 
[0019], page 6, paragraph [0086]-page 7, paragraph [0098], page 4, left column, 
paragraphs [0053]-[0056], Figure 10, element 924); 

h. stalling the program counter once the count value in the register is one of less than 
zero and equal to zero, thereby providing an effective data rate of one transfer every 
clock cycle (abstract, page 1, right column, paragraph [0008]-page 2, left column, 
paragraph [0019], page 6, paragraph [0086]-page 7, paragraph [0098], page 4, left 
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column, paragraphs [0053]-[0056], Figure 10, page 3, paragraph [0050]-page 6, 
paragraph [0085]). 

8. Referring to claim 4, Masse has taught the method of operating a processor according to 
claim 3, as described above, wherein said count value is stored in said count register before 
execution of said REPEAT instruction (abstract, page 1, right column, paragraph [0008]-page 2, 
left column, paragraph [0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, 
page 4, left column, paragraphs [0053]-[0056], Figure 10, elements 902 and 922). 

9. Referring to claim 6, Masse has taught the method of operating a processor according to 
claim 3, as described above, wherein said method fiirther comprises: incrementing the program 
counter after the associated instruction has been executed for as many times as indicated by the 
count value (page 7, paragraph [0097]). 

10. Referring to claim 7, Masse has taught the method according to claim 3, as described 
above, wherein method further comprises: decrementing said count value stored in said register 
each time said associated instruction is executed; and determining whether said count value is 
less than or equal to zero (Figure 10, element 924). 

1 1 . Referring to claim 9, Masse has taught a processor for repeatedly executing a single 
instruction and to repeatedly execute a block of instructions, 

a. means for determining at run time how many times a single instruction is to be 
repeated (abstract, page 1, right coluron, paragraph [0008]-page 2, left column, paragraph 
[0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, left 
column, paragraphs [0053]-[0056]); 
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b. means for fetching a REPEAT instruction (abstract, page 1, right column, 
paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 
7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 11, 
element 1102); 

c. means for executing a REPEAT instruction, wherein execution of the REPEAT 
instruction at run time stores in a general purpose register a count value indicative of the 
number of times the instruction is to be executed (abstract, page 1, right column, 
paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 
7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], elements 
902 and 922); 

d. means for fetching the single instruction (abstract, page 1, right column, 
paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 
7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 11, 
element 1 108a, AGO); and 

e. means for repeatedly executing the single instruction for as many times as 
indicated by the count value without re-fetching the single instruction and without 
fetching any other instruction without adding a NOP (no operation) instruction (abstract, 
page 1, right colunrn, paragraph [0008] -page 2, left column, paragraph [0019], page 6, 
paragraph [0086] -page 7, paragraph [0098], Figure 10, page 4, left column, paragraphs 
[0053]-[0056]); 

f means for decrementing the count value in the register each time the single 
instruction is executed (Figure 10, element 924); 
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g. means for incrementing a program counter once the count value in the register is 
less than zero, thereby providing an effective data rate of one transfer every clock cycle 
(page 7, paragraph [0097]). 
12. Referring to claim 10, Masse has taught a processor for repeatedly executing a single 
instruction and to repeatedly execute a block of instructions (Masse, column 2 line 20-column 4, 
line 12, figures 1 and 2), 

a. means for determining at run time how many times a single instructions is to be 
repeated (abstract, page 1, right column, paragraph [0008]-page 2, left column, paragraph 
[0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, left 
column, paragraphs [0053]-[0056]); 

b. means for loading a general purpose register at run time with a count value 
indicative of the number of times a single instruction is to be executed (abstract, page 1, 
right column, paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph 
[0086]-page 7, paragraph [0098], Figure 10, page 4, left colunrn, paragraphs [0053]- 
[0056], elements 902 and 922); 

c. means for fetching a REPEAT instruction indicating the single instruction that is 
to be repeatedly executed; (abstract, page 1, right column, paragraph [0008]-page 2, left 
column, paragraph [0019], page 6, paragraph [0086] -page 7, paragraph [0098], Figure 10, 
page 4, left column, paragraphs [0053]-[0056], Figure 1 1, element 1 102, Figure 11, 
element 1102); 

d. means for executing the REPEAT instruction indicating the single instruction that 
is to be repeatedly executed without adding a NOP (no operation) instruction (abstract. 
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page 1, right column, paragraph [0008]-page 2, left column, paragraph [0019], page 6, 
paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, left column, paragraphs 
[0053]-[0056], Figure 11, element 1102); 

e. means for incrementing a program counter (page 7, paragraph [0097]); 

f. means for fetching the single instruction (abstract, page 1 , right column, 
paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph [0086]-page 
7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]-[0056], Figure 1 1, 
element 1 108, Figure 11, element 1 108a, ACO); and 

g. means for repeatedly executing the single instruction for a consecutive number of 
times as indicated by a count value stored in a count register without re-fetching the 
single instruction and without fetching any other instruction (abstract, page 1, right 
column, paragraph [0008]-page 2, left column, paragraph [0019], page 6, paragraph 
[0086]-page 7, paragraph [0098], Figure 10, page 4, left column, paragraphs [0053]- 
[0056]); 

h. means for decrementing the count value in the register each time the single 
instruction is executed (Figure 10, element 924); 

i. means for incrementing a program counter once the count value in the register is 
one of less than zero and equal to zero, thereby providing an effective data rate of one 
transfer every clock cycle (page 7, paragraph [0097]). 

13. Referring to claim 1 1, Masse has taught a processor according to claim 10, as described 
above, wherein said count value is stored in said count register before execution of said REPEAT 
instruction (abstract, page 1, right column, paragraph [0008]-page 2, left column, paragraph 
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[0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, left column, 
paragraphs [0053]-[0056], Figure 10, elements 902 and 922). 

14. Referring to claim 13, Masse has taught a processor according to claim 10, as described 
above, wherein said processor further comprises: means for incrementing the program counter 
after the associated instruction has been executed for as many times as indicated by the count 
value (page 7, paragraph [0097]). 

15. Referring to claim 14, Masse has taught a processor according to claim 10, as described 
above, wherein processor further comprises: 

a. means for decrementing said count value stored in said register each time said the 
instruction is executed (Figure 10, element 924); and 

b. means for determining whether said count value is less than or equal to zero 
(Figure 10, element 926). 

16. Referring to claim 15, Masse has taught a processor for repeatedly executing one or more 
processor instructions (abstract, page 1, right column, paragraph [0008]-page 2, left column, 
paragraph [0019], page 6, paragraph [0086] -page 7, paragraph [0098], Figure 10, page 4, left 
column, paragraphs [0053]-[0056]), comprising: 

a. a memory address register associated with a main memory (Figures 5 and 7, page 
1, paragraph [0006], page 2, paragraph [0037], page 3, paragraphs [0042] [0043] [0050], 
page 4, paragraph [0054] [0060] [0061]); 

b. a memory control for generating memory control signals (Figure 1, element 104, 
page 1, paragraph [0006], page 2, paragraph [0037], page 3, paragraphs [0042] [0043] 
[0050], page 4, paragraph [0054] [0060] [0061]); 
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c. a program counter for storing a memory address location of the main memory 
where an instruction is to be fetched (Figures 5 and 7, page 1, paragraph [0006], page 2, 
paragraph [0037], page 3, paragraphs [0042] [0043] [0050], page 4, paragraph [0054] 
[0060] [0061]); 

d. an instruction register for storing an instruction that is to be executed (page 2, 
paragraph [0037], page 3, paragraph [0050], elements 106 and 502); 

e. at least one general purpose register storing a count (Figure 10, elements 902 and 
922); 

f decode and execute control logic for decoding and executing an instruction stored 
in the instruction register (page 4, Figure 5, P2-P6); and 

g. a state machine for controlling the fetching and repeated execution of a single 
instruction (abstract, page 1, right column, paragraph [0008]-page 2, left column, 
paragraph [0019], page 6, paragraph [0086]-page 7, paragraph [0098], Figure 10, page 4, 
left column, paragraphs [0053]-[0056], Figure 1 1, element 1 108a, AGO); 

h. the state machine configured to repeatedly execute the single instruction by 
signaling the instruction register to hold the same instruction and to fetch the next 
instruction (abstract, page 1, right column, paragraph [0008]-page 2, left column, 
paragraph [0019], page 6, paragraph [0086] -page 7, paragraph [0098], Figure 10, page 4, 
left column, paragraphs [0053]-[0056]); and 

i. decrement the count stored in the register each time the single instruction is 
executed (Figure 10, element 924), and 
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j. signal the program counter not to increment until the count value stored in the 
general purpose register is below a threshold value, thereby providing an effective data 
rate of one transfer every clock cycle (page 7, paragraphs [0096] [0097] ). 

17. Referring to claim 17, Masse has taught the processor according to claim 15, as described 
above, wherein said general purpose register includes a first register for storing a count value 
indicative of the number of times the one or more associated instructions are to be repeatedly 
executed (Figure 10, elements 902 and 922). 

18. Referring to claim 18, Masse has taught the processor according to claim 17, as described 
above, wherein said state machine generates signals for decrementing the count value stored in 
the first register (Figure 10, element 924). 

19. Referring to claim 26, Masse has taught the processor of claims 8, as described above, 
and further comprising means for incrementing a program counter once the count value is equal 
to zero (page 7, paragraph [0097]). 

20. Referring to claims 24 and 27, Masse has taught the processor of claims 8 and 15, as 
described above, and further comprising the state machine configured to increment the program 
counter once the count value is less than zero (page 7, paragraph [0097]). 

21 . Referring to claims 28, 29 and 31, Masse has taught the processor according to claims 15, 
8, and the method of operating a processor according to claims 2 and 3, as described above, 
wherein the program counter remains unchanged as the single instruction is repeatedly executed 
(abstract, page 1, right column, paragraph [0008]-page 2, left column, paragraph [0019], page 6, 
paragraph [0086]-page 7, paragraph [0098], page 4, left column, paragraphs [0053]-[0056], 
Figure 10, page 3, paragraph [0050]-page 6, paragraph [0085]). 
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22. Referring to claims 30 and 32, Masse has taught the method of operating a processor 
according to claims 2 and 3, as described above, wherein the program counter is effectively 
stalled on the single instruction until the single instruction executes the number of times 
indicated by the count value (abstract, page 1, right column, paragraph [0008]-page 2, left 
colunm, paragraph [0019], page 6, paragraph [0086]-page 7, paragraph [0098], page 4, left 
column, paragraphs [0053]-[0056], Figure 10, page 3, paragraph [0050]-page 6, paragraph 
[0085]). 

Response to Arguments 

23. Applicant's arguments with respect to claims 1-4, 6-11, 13-15, 17, 18, 23, 24, and 26-32 
have been considered but are moot in view of the new ground(s) of rejection. 

Conclusion 

24. Applicant's amendment necessitated the new ground(s) of rejection presented in this 
Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). 
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1.136(a). 

25. A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS fi"om the mailing date of this action, \n the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 

CFR 1.136(a) will be calculated fi-om the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS fi-om the date of this 
final action. 
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26. Any inquiry concerning this communication or earlier commimications from the 
examiner should be directed to Tonia L. Meonske whose telephone number is (571) 272-4170. 
The examiner can normally be reached on Monday-Friday, with every other Friday off. 

27. If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Dov Popovici can be reached on (571) 272-4083. The fax phone number for the 
organization where this appHcation or proceeding is assigned is 571-273-8300. 

28. Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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